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Eventually we should achieve a “quick reaction 


for detetled intelligence requirements. 
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date. An item requiring immediate action is resolution of whether fran 
camera is included in shetem, This is affecting L4SD effort on barrel section, 
fairing, and recovery system modifications. 


a) Design for dual cassette 100% released. Parts for firat four 95% camlete. 
First article asseubled by July 1, 1%1. 


b) Main pancramic cameras are in good position dependent upon completion of 

C Triple Prime Qualification Program. Layout of position in barrel] sections 
has been received and details of mds released. Changes beyond June 6 in 
pain plate layout could cause schedule problems. # 51 and #52 cousidered 
best bet for H Program schedule. 


c) Frame Camera - no difficulties om schedule at this tine. 


d) Simulator design is being gated by availability of optical glass. Desig 
now underway. If rare earth glasses are required procurement tims may 
determine delivery of simators. 


e) Requirements for sie mic block for simlator discussed. Decision mice 
not to build seismis block at L/i simulator. Base line resolution 
measured at ITEK and Wast Coast measurement is for cheok anly. 


Following TDS iesued: - TO Ho. 1, Vehiele Clock, issued and iuplemented. 


TD Ho. 2, BEC Wiring Change, issued informally and 
incorporated in GE work statement. 


TD No. 3, Change in Plug Type for Cassette, awaihgng 
ITEX coordination. 


T) No. 4, Auciliary Frame Cansra, subaitted for 
discussion and approved by AFCCB. ITSK 
and LSD will stop any further work to 
dneorporate frame cacBre. 


rind Ree 






“CLUS 


aa] 


be 


Te 


96 





§ deme 1961 





oatrtein the following mjor sb- 


2) Time of 
a) Seer 


ee ate en 
; es for Cowering Specific Areas 


a teks Pefees  o s oy mates 
Tit. desig 
a) . of Puviromental Casiition 
1) Checkout 
2) Shfiyamt 
3) Storage 
Syaten Weight 


Considerations 
Listing of el2 Applicable Deaign Control Specifications, 
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Vo RELIABLE 
General. 
a") Genera) Tay teckixe of parte, components, sub-assenbliss, 
and tho system 


e) Level of testing needed to esteblish relisbility. 

2e Zt So reqmated that your dopertmmnt provise SET eqpert tn Se Rerere 
tion of speci Sieations. 

3e In order to deteruiue spacific and reaponsibilities and agree 


sant epecification outline ad content, a conference will be beld at 
a 
ee Target data for first draft of the specification is 








DEAFT 


THSPECTION LIST VAFB "L" BLDG. 


PURPOSE ¢ 
fo establish an inspection list covering housekeeping and maintenance 
ami ealibraticn of GSE at VAFS “L* Hides 


CRNERAL: 
Tagrormamate roqsirod to snulst in batter Som bide over intals ca 
(a Add filters or screens to cutadde of "L” Bldg. over intake on 
elean roc tioners 


a (a) Vacum clean top of test equipment bay in clean rooms every week. 


(f) Cover instewent and/or instruent/fairing ecnbination with & 
elear plastic cover at all tines when no work is being accomplished. 


(g) etablish and maintain “lo Smoking" in doth clean rooms. Inepect 
trouser cuffs before entering clean rooms. 


th) Petablish ant maintain a “Ho Smoking" area for the recover vehicle 
when it is cpen. Cover the vehicle with a clear plastic cover when it is 
open and not being worked. 


(4) Cover the vebiole"programmer” with a clear plastic cover waen it 
is open ari access is not required. 


(3) Cleen processer imediately after use. De net we the processor 
roam for a storage arene 








(k) Zeteblish a maintenance system on dynamic and static balancers. 
attach a tag of checkoff list to each balancer to Jog date that mainten- 
ance was porformd. 


(1) VYacwm clean top and internal portions of test consoles used in 
elewa rooms every week, 


(a) Clean wrk benches and fleor around benches at the end of cach 
shift. 


(mn) Calibrate test equipamt regularly, incluiing canscles. 


(o) Conduct regular inspection of all handling equipment and dollies 
for proper maintenance and clemliness. 


(p) Conduct safety inspestion of pyro reas before each loading operation. 





